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LAMP PHOTOMETRIC REPORT

MODEL: 93PFLD6040/BL

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 5608.4 1m “/+1e0
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AVERAGE BEAM ANGLE (50%) :58.6 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 6618 6178 5534 6167 6567 5691 4973 5679 0- 10 588.6 588.6 10.5
20 6027 4920 3815 4902 5951 4496 3546 4499 10- 20 1506 2095 37.3
30 3952 3549 2323 3492 3901 3180 1885 3195 20- 30 1850 3945 70.3
40 1335 1376 248.8 1353 1311 1135 203.3 1101 30— 40 1224 5169 92.2
50 254.8 146.1 63.73 143.3 259.1 139.4 49.19 118.7 40- 50 349.6 5519 98.4
60 52.18 28.04 21.71 28.08 52.83 22.87 16.92 22.64 50- 60 71.01 5590 99.7
70 7.375 5.948 4.892 6.057 7.239 4.074 2.506 3.976 60— 70 16.46 5606 100
80 0.4736 0.3892 0.2562 0.3874 0.3603 0.3227 0.3217 0.3162 70- 80 1.569 5608 100
90 0.3038 0.2346 0.2017 0.2218 0.3925 0.3457 0.3053 0.3422 80- 90| 0.3300 5608 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:31 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93PFLD6040/BL

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388
5 6498 | 6512 | 6510 | 6483 | 6443 | 6400 | 6345 | 6310 | 6278 | 6276 | 6275 | 6308 | 6341 | 6394 | 6433 | 6467 | 6487 | 6481 | 6456
10 6618 | 6638 | 6581 | 6461 | 6280 | 6076 | 5853 | 5692 | 5562 | 5534 | 5555 | 5681 | 5840 | 6065 | 6270 | 6449 | 6559 | 6601 | 6567
15 6475 | 6491 | 6365 | 6127 | 5787 | 5441 | 5093 | 4827 | 4625 | 4562 | 4599 | 4790 | 5065 | 5427 | 5777 | 6116 | 6343 | 6458 | 6427
20 6027 | 6042 | 5854 | 5530 | 5109 | 4730 | 4386 | 4115 | 3896 | 3815 | 3865 | 4075 | 4355 | 4712 | 5093 | 5506 | 5811 | 5979 | 5951
25 5099 | 5131 | 4966 | 4727 | 4402 | 4102 | 3847 | 3643 | 3409 | 3313 | 3377 | 3597 | 3816 | 4069 | 4352 | 4673 | 4911 | 5058 | 5026
30 3952 | 3982 | 3847 | 3709 | 3590 | 3509 | 3188 | 2795 | 2441 | 2323 | 2417 | 2768 | 3159 | 3460 | 3524 | 3650 | 3808 | 3925 | 3901
35 2591 | 2667 | 2674 | 2705 | 2684 | 2472 | 1861 | 1190 | 801 | 720 | 791 | 1178 | 1835 | 2422 | 2644 | 2668 | 2644 | 2616 | 2552
40 1335 | 1407 | 1493 | 1666 | 1638 | 1115 | 521 | 322 | 261 | 249 | 259 | 315 | 503 | 1087 | 1618 | 1652 | 1478 | 1374 | 1311
45 594 625 | 740 | 782 | 721 | 309 | 188 | 149 | 128 | 124 | 127 | 147 | 184 | 298 634 | 779 | 678 619 | 590
50 255 | 272 | 298 | 281 | 178 | 114 |89.1| 75.0 | 66.0 | 63.7 | 65.7 | 74.3 | 88.2 | 113 | 174 | 280 | 303 | 276 | 259
55 112 | 120 | 125 | 97.8 | 64.3 | 53.1 | 46.7 | 41.5| 37.2 | 35.9 | 37.0 | 41.3 | 46.7 | 52.9 | 63.7 | 97.7 | 128 | 122 | 114
60 52.2 | 55.2 | 54.0 | 39.3 | 29.1|27.0|25.3|24.2|22.5|21.7|22.4|24.2|25.427.1|29.1|39.5|55.2|56.7]52.8
65 23.4|24.7|22.8|17.4|14.1|13.7|13.4|13.6|13.2|12.7|13.2|13.7|13.5|13.8|14.2|17.5|23.5|25.7|23.6
70 7.38 8.13|7.54|6.49|5.99|5.90|5.71|5.78 | 5.29 | 4.89 | 5.27 | 5.85|5.79 | 5.99 | 6.12 | 6.63 | 7.82 | 8.53 | 7.24
75 0.76 | 0.72 | 0.76 | 1.03 | 1.45 | 1.27 | 0.70 | 0.47 | 0.45 | 0.41 | 0.46 | 0.47 | 0.68 | 1.28 | 1.53 | 1.14 | 0.80 | 0.72 | 0.42
80 0.47 | 0.43|0.45|0.42 | 0.42 | 0.36 | 0.34 | 0.27 | 0.29 | 0.26 | 0.28 | 0.27 | 0.33 | 0.35 | 0.42 | 0.42 | 0.46 | 0.43 | 0.36
85 0.340.30|0.32|0.28|0.28|0.23|0.24|0.21|0.23|0.20(0.22|0.20|0.23|0.22|0.28|0.27|0.32|0.29]0.37
90 0.30 | 0.30|0.29|0.28|0.25|0.22|0.21|0.21|0.21 |0.20|0.20|0.20 | 0.21 |0.21|0.24|0.25|0.28| 0.28 | 0.39
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: HIGH

Temperature:25.3°C

Operators:

Test Date:31 August 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93PFLD6040/BL
POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388 | 6388
5 6421 | 6364 | 6287 | 6203 | 6113 | 6036 | 5965 | 5931 | 5905 | 5925 | 5960 | 6031 | 6111 | 6205 | 6296 | 6381 | 6449
10 6473 | 6314 | 6084 | 5827 | 5556 | 5327 | 5137 | 5032 | 4973 | 5023 | 5123 | 5314 | 5541 | 5818 | 6080 | 6321 | 6506
15 6279 | 6017 | 5648 | 5276 | 4922 | 4631 | 4373 | 4224 | 4159 | 4226 | 4379 | 4631 | 4926 | 5274 | 5637 | 6014 | 6309
20 5755 | 5443 | 5039 | 4667 | 4325 | 4054 | 3805 | 3625 | 3546 | 3623 | 3808 | 4052 | 4328 | 4670 | 5050 | 5471 | 5823
25 4828 | 4558 | 4266 | 4032 | 3782 | 3530 | 3240 | 3013 | 2904 | 3008 | 3235 | 3514 | 3779 | 4048 | 4307 | 4622 | 4902
30 3734 | 3549 | 3347 | 3259 | 3102 | 2756 | 2332 | 2037 | 1885 | 2017 | 2302 | 2720 | 3100 | 3290 | 3377 | 3588 | 3791
35 2467 | 2454 | 2429 | 2367 | 2054 | 1525 | 892 | 623 | 538 | 608 | 844 | 1449 | 2032 | 2374 | 2461 | 2500 | 2527
40 1290 | 1367 | 1445 | 1401 | 868 | 417 | 261 | 217 | 203 | 215 | 254 | 392 | 810 | 1392 | 1482 | 1411 | 1338
45 578 | 615 | 654 | 533 | 248 | 173 | 118 | 102 | 95.3 | 101 | 116 | 152 | 234 | 507 | 726 | 643 | 594
50 259 | 274 | 237 | 185 | 94.0| 72.8 | 58.9 | 51.9 | 49.2 | 51.4 | 57.8 | 71.4 | 92.3 | 145 | 236 | 278 | 260
55 115 | 117 | 97.0 | 55.4 | 43.2 | 37.4 | 32.5|29.5|28.0 | 29.2|32.1|37.0|42.9|54.4|93.5| 116 | 114
60 53.3 | 50.6 | 33.9|24.4 | 21.3|19.8|18.8 |17.8|16.9|17.7 |18.7 | 19.8 |[21.2 | 24.1| 32.3|48.9 | 52.3
65 23.6 | 20.7 | 14.0| 11.0 | 10.2 | 10.0 | 10.1 | 10.1 | 9.55 | 10.1 | 10.3 | 10.1 | 10.1 | 10.9 | 13.5 | 19.7 | 22.8
70 7.21|6.16 | 4.59 | 4.20 | 3.95 | 3.77 | 3.50 | 3.08 | 2.51 | 3.02 | 3.52 | 3.75 | 3.85 | 4.11 | 4.46 | 5.82 | 6.91
75 0.41 | 0.37 | 0.49|0.75 | 0.56 | 0.36 | 0.36 | 0.33 | 0.37 | 0.33 | 0.35| 0.35 | 0.51 | 0.74 | 0.50 | 0.37 | 0.40
80 0.360.34|0.34|0.320.33|0.30(0.32|0.30|0.320.30|0.31|0.31|0.32|0.31|0.33|0.33|0.35
85 0.35|0.35|0.33|0.320.31|0.31|0.300.30|0.310.30|0.31|0.31(0.31|0.32|0.32|0.35/|0.34
90 0.390.39|0.37|0.36 [ 0.33|0.33|0.31|0.31|0.31|0.31|0.31|0.33|0.33|0.35|0.37|0.38|0.40
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:31 August 2022 Remarks:




