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LAMP PHOTOMETRIC REPORT

MODEL: 96GRF1/183024

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1053.3 1m -/+180
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©30/210,25.2
—60/240,25.2
©90/270,25.2

AVERAGE BEAM ANGLE (50%) :25.2 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 2588 2555 2475 2406 2408 2464 2551 2605 0- 10 296.8 296.8 28.2
20 545.1 530.2 504.5 500.3 504.8 511.8 532.5 559.5 10- 20 356.5 653.3 62
30 195.2 192.5 193.1 199.7 205.4 204.6 200.4 199.2 20- 30 140.3 793.6 75.3
40 107.5 108.9 108.5 110.7 111.9 113.1 113.7 112.2 30— 40 96.06 889.7 84.5
50 69.58 70.46 71.32 73.73 74.54 73.29 75.02 72.60 40- 50 69.15 958.8 91
60 42.15 42.58 43.96 44.31 43.58 44.02 46.73 45.24 50- 60 51.78 1011 95.9
70 18.05 18.02 18.46 18.80 18.47 19.22 20.51 19.66 60— 70 30.53 1041 98.8
80 3.460 3.299 3.331 3.389 3.447 3.723 4,089 3.880 70- 80 10.96 1052 99.9
90 0.1777 0.1803 0.1962 0.1643 0.1589 0.1762 0.1826 0.1821 80- 90 1.203 1053 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:01 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF1/183024

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699
5 3473 | 3474 | 3460 | 3464 | 3449 | 3447 | 3429 | 3431 | 3410 | 3411 | 3390 | 3390 | 3370 | 3373 | 3353 | 3357 | 3343 | 3353 | 3360
10 2588 | 2600 | 2575 | 2584 | 2555 | 2556 | 2518 | 2514 | 2476 | 2475 | 2438 | 2441 | 2410 | 2419 | 2392 | 2401 | 2380 | 2396 | 2408
15 1320 | 1333 | 1306 | 1313 | 1279 | 1277 | 1239 | 1237 | 1203 | 1204 | 1173 | 1178 | 1153 | 1164 | 1142 | 1154 | 1136 | 1151 | 1157
20 545 | 549 | 546 | 547 | 532 | 529 | 515 | 513 | 503 | 504 | 499 | 502 | 498 | 503 | 498 | 500 | 497 | 503 | 505
25 287 | 288 | 285 | 285 | 278 | 274 | 271 | 273 | 270 | 275 | 273 | 275 | 276 | 279 | 278 | 281 | 283 | 288 | 289
30 195 | 196 | 195 | 196 | 193 | 192 | 192 | 193 | 191 | 193 | 199 | 201 | 197 | 200 | 200 | 202 | 206 | 208 | 205
35 151 | 151 | 150 | 152 | 149 | 150 | 148 | 148 | 148 | 150 | 151 | 151 | 151 | 153 | 153 | 153 | 155 | 156 | 156
40 107 | 108 | 108 | 109 | 109 | 109 | 108 | 108 | 107 | 108 | 109 | 110 | 109 | 111 | 111 | 112 | 112 | 113 | 112
45 86.1 | 86.4 | 86.5|86.5|87.1|87.4|87.2|87.0|87.4|87.8|87.8(88.9|88.7|89.7|89.7|90.9|90.5/|91.4]090.4
50 69.6 | 69.9 | 69.6|70.1|70.4|70.5|70.0| 70.6 | 70.7 | 71.3|71.8|72.5|72.5|73.4|74.1|74.7|74.9|74.7 | 74.5
55 55.2 | 55.8 | 55.9 | 56.0 | 55.9 | 56.3 | 55.8 | 56.0 | 56.5 | 56.6 | 57.0 | 57.1 | 56.8 | 57.7 | 58.1 | 58.6 | 58.7 | 58.8 | 58.7
60 42.1 | 42.7 | 43.5|43.4 | 42.5|42.7 | 42.3 | 42.7 | 43.7 | 44.0 | 42.5|42.8 | 43.2 | 43.8 | 44.8 | 44.9 | 43.7 | 43.6 | 43.6
65 29.1(29.2|29.5(29.6(29.4|29.2|28.7|29.2(29.5|29.6(29.1|29.4|29.4|30.130.8|31.1]30.2|30.0]30.2
70 18.1|18.3 | 18.6 | 18.6 | 18.0 | 18.0 | 17.8 | 18.3 | 18.6 | 18.5 | 17.7 | 17.7 | 17.8 | 18.7 | 18.9 | 18.8 | 18.3 | 18.2 | 18.5
75 9.27 | 9.60 | 9.57 | 9.56 | 9.40 | 9.20 | 8.98 | 9.52 | 9.50 | 9.47 | 9.21 | 9.06 | 9.09 | 9.76 | 9.87 | 9.86 | 9.55 | 9.33 | 9.48
80 3.46 | 3.51 | 3.44 | 3.40| 3.27 |3.33|3.29|3.35(3.32|3.33(3.15|3.22|3.26|3.36|3.41 | 3.45| 3.32|3.40 | 3.45
85 0.59|0.58|0.59|0.57|0.59|0.56|0.58|0.57|0.58|0.54|0.49 | 0.46 | 0.48 | 0.54 | 0.58 | 0.57 | 0.59 | 0.58 | 0.57
90 0.18 (0.18|0.18 | 0.18 | 0.18 | 0.18 | 0.19 | 0.19 | 0.20 | 0.20 | 0.19 | 0.18 | 0.17 | 0.16 | 0.17 | 0.16 | 0.16 | 0.16 | 0.16
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: HIGH

Temperature:25.3°C

Operators:

Test Date:01 September 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF1/183024
POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699 | 3699
5 3352 | 3367 | 3366 | 3385 | 3387 | 3407 | 3411 | 3432 | 3435 | 3455 | 3458 | 3475 | 3475 | 3488 | 3485 | 3497 | 3487
10 2397 | 2426 | 2425 | 2461 | 2468 | 2507 | 2513 | 2549 | 2551 | 2582 | 2580 | 2606 | 2594 | 2616 | 2602 | 2626 | 2609
15 1144 | 1168 | 1163 | 1193 | 1194 | 1232 | 1231 | 1269 | 1270 | 1308 | 1300 | 1328 | 1319 | 1348 | 1336 | 1359 | 1339
20 501 | 504 | 504 | 512 | 512 | 517 | 515 | 529 | 533 | 546 | 547 | 558 | 555 | 564 | 560 | 566 | 558
25 286 | 287 | 285 | 288 | 286 | 287 | 286 | 290 | 290 | 294 | 293 | 294 | 292 | 297 | 296 | 296 | 293
30 203 | 202 | 202 | 206 | 204 | 199 | 200 | 202 | 200 | 203 | 203 | 200 | 199 | 199 | 200 | 198 | 195
35 154 | 156 | 155 | 156 | 155 | 156 | 157 | 157 | 158 | 161 | 157 | 156 | 156 | 156 | 154 | 153 | 152
40 111 | 112 | 111 | 113 | 113 | 114 | 113 | 114 | 114 | 114 | 114 | 114 | 113 | 112 | 109 | 109 | 108
45 89.2 (89.6|88.8|89.1|89.1|90.7|90.2|90.9|90.4|91.1|90.2|90.4|89.1|88.4|87.9|86.7|86.4
50 74.4 | 74.0 | 73.2 | 73.5 | 73.1 | 74.2 | 75.2 | 75.5| 75.0 | 75.5 | 74.9 | 74.0 | 73.0 | 72.2 | 71.4 | 71.1 | 70.0
55 59.0 | 59.7 | 59.0 | 58.1 | 58.0 | 58.8 | 59.7 | 60.4 | 60.4 | 60.3 | 59.5 | 59.0 | 58.0 | 57.8 | 57.2 | 56.7 | 55.9
60 44.9 | 46.0 | 45.1 | 44.2 | 43.8 | 44.5 | 45.6 | 47.1 | 46.7 | 46.3 | 45.5 | 44.6 | 45.0 | 45.5 | 44.4 | 43.6 | 43.0
65 30.9|32.6|32.0(31.0|31.131.5|32.1|33.4(33.0|32.4|31.6|31.131.0|31.5]|31.2|30.7]29.7
70 19.1|19.8 | 19.5|19.3 | 19.1 | 19.6 [ 20.1 | 20.7 | 20.5 | 20.0 | 19.4 | 19.3 | 19.4 | 19.9 | 19.5 | 18.9 | 18.4
75 9.98 | 10.6 | 10.5 | 10.3 | 9.99 | 10.4 | 10.9 | 11.5 | 11.1 | 10.8 | 10.2 | 10.2 | 10.4 | 10.7 | 10.3 |10.00| 9.48
80 3.47 | 3.77 | 3.80 | 3.74 | 3.71 | 3.87 | 3.95|4.19 | 4.09 | 3.97 | 3.85|3.86 | 3.81|3.95|3.75| 3.64 | 3.52
85 0.59 | 0.60 | 0.63 | 0.66 | 0.65|0.62|0.59|0.63|0.67|0.69|0.68|0.68|0.67|0.65|0.64|0.62]|0.63
90 0.16 | 0.16 | 0.17 | 0.17 | 0.18 | 0.17 | 0.18 | 0.18 | 0.18 | 0.18 | 0.19 | 0.18 [ 0.19 | 0.18 | 0.18 | 0.18 | 0.18
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:01 September 2022 Remarks:




