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LAMP PHOTOMETRIC REPORT

MODEL: 96GRF1/915220

POWER: 9W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1472 1449 1350 1241 1188 1195 1286 1399 209.3 209.3 32.4

398.1 392.9 369.8 348.2 342.4 347.0 365.8 388.4 181.8 391.1 60.6

164.2 164.8 154.9 147.0 143.2 146.2 153.8 163.7 112.1 503.3 78

70.62 70.48 70.09 64.91 61.27 63.36 65.58 69.30 65.14 568.4 88.1

38.80 37.73 36.05 35.30 35.74 33.56 36.88 37.91 38.82 607.2 94.1

16.86 17.95 16.98 15.93 16.05 14.57 17.01 17.16 22.75 630.0 97.6

7.209 7.689 7.239 6.414 6.674 5.804 6.702 7.341 11.22 641.2 99.4

1.282 1.247 1.223 0.9121 0.9250 0.8745 0.9657 1.139 3.746 644.9 99.9

0.0593 0.0543 0.0545 0.0656 0.0701 0.0706 0.0655 0.0588 0.3467 645.3 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF1/915220

POWER: 9W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 3269

5 2786

10 1472

15 645

20 398

25 262

30 164

35 112

40 70.6

45 51.9

50 38.8

55 26.7

60 16.9

65 11.4

70 7.21

75 3.49

80 1.28

85 0.19

90 0.06

10

3269

2802

1497

654

401

264

171

113

71.3

52.7

39.5

27.0

17.0

11.7

7.23

3.63

1.32

0.17

0.05

20

3269

2780

1472

649

399

261

164

111

71.8

52.6

38.8

26.6

16.8

11.5

7.29

3.77

1.29

0.20

0.05

30

3269

2788

1483

650

400

263

169

111

71.8

51.8

37.7

26.1

17.2

11.8

7.48

3.95

1.32

0.19

0.05

40

3269

2757

1449

639

394

258

162

109

70.7

51.1

37.1

26.1

17.6

12.0

7.66

4.01

1.27

0.22

0.05

50

3269

2757

1449

637

391

256

167

109

70.3

51.9

38.4

26.9

18.3

12.3

7.72

3.87

1.22

0.19

0.05

60

3269

2718

1404

623

384

251

159

109

69.1

52.1

39.3

27.5

18.6

12.6

7.81

3.61

1.22

0.20

0.06

70

3269

2716

1400

620

381

249

164

109

70.5

52.8

39.7

27.4

18.6

12.6

7.74

3.78

1.24

0.16

0.06

80

3269

2675

1352

604

373

243

156

107

71.3

51.8

37.6

26.4

17.8

12.0

7.44

3.69

1.20

0.20

0.06

90

3269

2670

1350

596

370

241

155

106

70.1

51.5

36.1

24.9

17.0

11.5

7.24

3.55

1.22

0.15

0.05

100

3269

2634

1309

580

363

236

152

104

69.1

50.1

35.2

23.8

16.1

11.2

6.87

3.42

1.10

0.11

0.06

110

3269

2625

1304

575

357

233

151

103

67.7

49.4

35.6

23.9

16.0

10.7

6.60

3.17

1.01

0.11

0.05

120

3269

2589

1263

562

351

228

148

101

65.1

49.0

35.4

24.1

16.0

10.6

6.57

2.84

0.93

0.17

0.06

130

3269

2584

1259

559

350

226

148

98.5

65.1

49.3

35.7

24.1

16.0

10.6

6.40

2.91

0.94

0.14

0.06

140

3269

2550

1222

549

346

222

146

95.6

64.7

48.5

34.9

23.9

15.8

10.6

6.43

2.99

0.89

0.18

0.07

150

3269

2551

1226

548

346

221

145

95.8

63.6

47.5

34.2

23.5

15.8

10.7

6.59

3.11

0.95

0.16

0.07

160

3269

2523

1199

542

342

219

143

94.3

63.3

46.5

33.7

23.2

15.8

10.7

6.52

3.17

0.93

0.18

0.07

170

3269

2534

1208

543

344

221

144

94.8

62.0

47.8

34.9

23.6

16.1

10.8

6.65

3.14

0.95

0.14

0.06

180

3269

2521

1188

539

342

220

143

93.1

61.3

47.9

35.7

24.0

16.1

10.8

6.67

2.86

0.92

0.14

0.07

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF1/915220

POWER: 9W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 3269

5 2503

10 1166

15 534

20 341

25 220

30 143

35 93.3

40 61.7

45 48.1

50 36.3

55 24.0

60 15.9

65 10.7

70 6.49

75 2.92

80 0.95

85 0.17

90 0.07

200

3269

2521

1184

535

342

220

143

94.6

64.0

48.1

35.3

23.8

15.6

10.1

6.24

2.95

0.93

0.15

0.06

210

3269

2521

1174

533

343

221

142

94.4

63.4

47.1

33.3

22.8

14.9

9.85

6.05

2.85

0.93

0.18

0.07

220

3269

2547

1198

537

347

225

145

95.9

63.3

46.5

32.9

22.3

14.6

9.84

5.92

2.81

0.89

0.16

0.07

230

3269

2550

1192

536

347

225

147

95.7

63.4

46.2

34.2

22.3

14.5

9.65

5.68

2.67

0.86

0.18

0.07

240

3269

2581

1228

542

350

228

150

97.8

62.9

47.5

35.8

23.5

14.9

9.73

5.80

2.57

0.86

0.14

0.07

250

3269

2588

1235

543

352

230

150

97.9

63.6

49.3

37.5

24.7

15.5

10.3

6.16

2.81

0.86

0.14

0.07

260

3269

2627

1277

558

359

235

153

99.1

64.9

49.9

37.8

26.1

16.8

11.2

6.57

2.91

0.82

0.11

0.06

270

3269

2640

1286

568

366

239

154

99.5

65.6

49.2

36.9

25.9

17.0

11.6

6.70

3.08

0.97

0.16

0.07

280

3269

2681

1329

585

375

245

156

102

66.3

49.5

36.4

25.4

17.2

11.9

6.95

3.31

0.94

0.15

0.06

290

3269

2688

1333

592

377

246

157

102

66.7

50.0

36.8

25.5

17.4

11.5

7.00

3.43

1.00

0.18

0.06

300

3269

2725

1379

606

384

251

164

106

67.6

50.9

37.9

26.3

17.7

12.1

7.40

3.29

1.09

0.15

0.06

310

3269

2728

1380

610

385

252

160

106

68.1

51.1

38.2

25.9

17.4

11.9

7.38

3.44

1.12

0.18

0.06

320

3269

2764

1419

627

391

256

167

109

70.5

51.4

37.6

25.6

16.9

11.5

7.30

3.69

1.16

0.17

0.06

330

3269

2757

1411

631

393

256

164

109

71.1

50.6

36.8

24.8

16.4

11.3

7.18

3.68

1.22

0.21

0.07

340

3269

2785

1455

643

397

260

169

111

72.5

51.0

36.5

25.4

16.5

11.4

7.29

3.74

1.26

0.19

0.06

350

3269

2775

1449

640

396

259

164

111

72.6

50.8

37.5

25.8

16.6

11.2

7.14

3.66

1.20

0.20

0.06

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 September 2022 Remarks:


