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LAMP PHOTOMETRIC REPORT

MODEL: 99PFM1505030/WH

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 5144.4 1m /4180
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AVERAGE BEAM ANGEE (50%):106.1 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 1876 1857 1852 1881 1878 1887 1882 1863 0- 10 180.8 180.8 3.51
20 1762 1720 1704 1764 1769 1776 1757 1732 10- 20 513.1 693.9 13.5
30 1582 1518 1490 1576 1592 1592 1561 1533 20- 30 764.2 1458 28.3
40 1351 1270 1235 1339 1362 1357 1317 1288 30— 40 900.5 2359 45.8
50 1083 996.5 961.8 1070 1095 1089 1048 1015 40- 50 911.9 3271 63.6
60 793.6 711.8 680.1 784.9 805.4 804.4 770.1 730.6 50- 60 807.2 4078 79.3
70 499.8 428.0 403.9 498.2 508.8 516.3 490.1 445.8 60— 70 609.8 4688 91.1
80 222.8 166.8 149.9 227.3 228.9 242 .4 225.1 181.0 70- 80 355.5 5043 98
90 3.539 3.251 2.827 10.21 3.512 16.68 15.48 2.799 80- 90 101.3 5144 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:02 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFM1505030/WH
POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916
5 1905 | 1904 | 1902 | 1900 | 1898 | 1897 | 1895 | 1896 | 1894 | 1895 | 1896 | 1899 | 1907 | 1909 | 1910 | 1910 | 1909 | 1909 | 1906
10 1876 | 1872 | 1867 | 1864 | 1859 | 1856 | 1852 | 1852 | 1850 | 1852 | 1853 | 1859 | 1876 | 1880 | 1883 | 1887 | 1889 | 1890 | 1878
15 1827 | 1824 | 1815 | 1808 | 1800 | 1797 | 1789 | 1790 | 1784 | 1789 | 1787 | 1797 | 1823 | 1837 | 1837 | 1838 | 1836 | 1836 | 1831
20 1762 | 1758 | 1744 | 1737 | 1723 | 1718 | 1707 | 1706 | 1700 | 1704 | 1704 | 1720 | 1757 | 1763 | 1766 | 1774 | 1771 | 1775 | 1769
25 1679 | 1674 | 1658 | 1648 | 1630 | 1622 | 1608 | 1606 | 1599 | 1604 | 1603 | 1624 | 1659 | 1675 | 1681 | 1692 | 1690 | 1694 | 1688
30 1582 | 1576 | 1556 | 1544 | 1523 | 1513 | 1496 | 1493 | 1485 | 1490 | 1490 | 1519 | 1552 | 1572 | 1581 | 1594 | 1594 | 1598 | 1592
35 1472 | 1464 | 1443 | 1428 | 1404 | 1392 | 1374 | 1370 | 1361 | 1366 | 1367 | 1391 | 1435 | 1457 | 1468 | 1483 | 1485 | 1489 | 1483
40 1351 | 1341 | 1318 | 1302 | 1277 | 1264 | 1245 | 1240 | 1230 | 1235 | 1236 | 1260 | 1309 | 1332 | 1345 | 1362 | 1364 | 1369 | 1362
45 1220 | 1210 | 1186 | 1169 | 1143 | 1129 | 1110 | 1104 | 1095 | 1100 | 1102 | 1125 | 1177 | 1200 | 1214 | 1231 | 1234 | 1239 | 1233
50 1083 | 1072 | 1047 | 1030 | 1003 | 990 | 971 | 965 | 956 | 962 | 964 | 987 | 1040 | 1062 | 1077 | 1094 | 1097 | 1102 | 1095
55 939 | 928 | 904 | 887 | 861 | 848 | 829 | 824 | 816 | 821 | 823 | 847 | 898 | 921 | 936 | 951 | 955 | 959 | 952
60 794 | 781 | 760 | 741 | 719 | 704 | 689 | 683 | 677 | 680 | 683 | 705 | 759 | 777 | 793 | 806 | 810 | 812 | 805
65 647 | 634 | 614 | 596 | 576 | 562 | 548 | 542 | 537 | 540 | 543 | 563 | 616 | 633 | 649 | 660 | 664 | 664 | 657
70 500 | 487 | 468 | 453 | 434 | 422 | 410 | 405 | 401 | 404 | 407 | 425 | 476 | 491 | 505 | 515 | 517 | 517 | 509
75 357 | 346 | 329 | 315 | 298 | 288 | 277 | 274 | 270 | 273 | 275 | 293 | 339 | 353 | 365 | 373 | 374 | 373 | 365
80 223 | 212 | 197 | 185 | 171 | 163 | 153 | 150 | 146 | 150 | 151 | 169 | 210 | 222 | 232 | 238 | 238 | 237 | 229
85 100 | 90.7 | 79.5 | 66.0 | 54.2 | 47.2 | 41.2 | 39.5| 38.2 | 40.5| 42.3 | 54.0| 90.9 | 100 | 109 | 114 | 114 | 111 | 105
90 3.54 | 3.58|3.53|3.46|3.31|3.19|3.04|2.96|2.86|2.83(2.79|2.82|7.68|9.03|11.4|10.8|10.1| 7.15] 3.51
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Operators:

Test Date:02 December 2022

Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFM1505030/WH

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350

0 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916 | 1916
5 1908 | 1910 | 1911 | 1912 | 1912 | 1913 | 1912 | 1912 | 1912 | 1910 | 1908 | 1901 | 1900 | 1901 | 1901 | 1902 | 1904
10 1881 | 1892 | 1889 | 1888 | 1886 | 1887 | 1885 | 1884 | 1882 | 1881 | 1877 | 1863 | 1863 | 1864 | 1866 | 1869 | 1873
15 1835 | 1840 | 1840 | 1845 | 1846 | 1840 | 1835 | 1834 | 1830 | 1829 | 1822 | 1804 | 1804 | 1807 | 1811 | 1820 | 1823
20 1771 | 1780 | 1776 | 1779 | 1773 | 1781 | 1765 | 1765 | 1757 | 1759 | 1748 | 1729 | 1727 | 1736 | 1739 | 1751 | 1756
25 1691 | 1699 | 1694 | 1696 | 1686 | 1687 | 1678 | 1675 | 1666 | 1667 | 1656 | 1634 | 1634 | 1645 | 1650 | 1666 | 1672
30 1595 | 1603 | 1597 | 1597 | 1586 | 1584 | 1581 | 1570 | 1561 | 1562 | 1550 | 1525 | 1526 | 1540 | 1547 | 1565 | 1574
35 1486 | 1494 | 1487 | 1486 | 1473 | 1469 | 1457 | 1453 | 1443 | 1443 | 1431 | 1405 | 1407 | 1422 | 1432 | 1452 | 1462
40 1366 | 1374 | 1365 | 1363 | 1350 | 1345 | 1331 | 1327 | 1317 | 1317 | 1304 | 1277 | 1279 | 1296 | 1307 | 1328 | 1339
45 1236 | 1244 | 1236 | 1233 | 1218 | 1213 | 1199 | 1196 | 1185 | 1184 | 1171 | 1142 | 1145 | 1163 | 1174 | 1196 | 1208
50 1100 | 1107 | 1099 | 1096 | 1082 | 1076 | 1062 | 1059 | 1048 | 1046 | 1034 | 1004 | 1006 | 1024 | 1035 | 1058 | 1070
55 957 | 964 | 956 | 954 | 941 | 936 | 922 | 919 | 908 | 906 | 893 | 863 | 865 | 881 | 893 | 914 | 927
60 805 | 818 | 812 | 810 | 799 | 793 | 783 | 778 | 770 | 765 | 754 | 721 | 724 | 737 | 750 | 768 | 783
65 664 | 670 | 667 | 664 | 656 | 650 | 641 | 636 | 629 | 623 | 612 | 579 | 581 | 593 | 604 | 621 | 635
70 516 | 522 | 521 | 520 | 513 | 509 | 501 | 497 | 490 | 485 | 472 | 439 | 441 | 451 | 461 | 476 | 489
75 372 | 379 | 378 | 379 | 374 | 371 | 365 | 361 | 355 | 349 | 337 | 305 | 305 | 314 | 323 | 336 | 347
80 236 | 242 | 243 | 244 | 240 | 239 | 233 | 231 | 225 | 219 | 208 | 178 | 177 | 185 | 192 | 204 | 213
85 111 | 117 | 117 | 119 | 116 | 116 | 113 | 111 | 106 | 101 | 90.1 | 63.2 | 61.8 | 67.7 | 73.4 | 83.1 | 91.7
90 7.73 |11.3 |14.1|16.1 | 17.3|17.7 |17.6|16.8 | 15.5 | 13.5|8.59 | 2.63 (2.72 | 2.88 | 3.02 | 3.12 | 3.17
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:02 December 2022 Remarks:




