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LAMP PHOTOMETRIC REPORT

MODEL: 99PFM602440/WH

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 2767.6 1m -/+180
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AVERAGE BEAM ANGEE (50%):104.2 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 1039 1031 1027 1028 1036 1036 1038 1039 0- 10 99.91 99.91 3.61
20 973.7 953.6 941.6 949.6 967.3 967.2 966.0 970.8 10- 20 282.6 382.5 13.8
30 870.0 840.1 822.1 834.8 862.1 858.6 853.3 863.0 20- 30 418.7 801.2 29
40 737.8 702.6 680.3 696.7 728.8 723.9 715.3 728.3 30— 40 490.5 1292 46.7
50 587.3 550.5 528.0 544.6 578.3 573.2 564.2 577.5 40- 50 493.1 1785 64.5
60 427.5 392.3 371.9 387.1 419.2 415.8 407.9 419.1 50- 60 432.6 2217 80.1
70 266.1 235.6 218.8 232.1 260.4 259.3 253.1 261.0 60— 70 322.4 2540 91.8
80 115.9 91.42 80.68 90.43 113.2 113.8 109.7 113.1 70- 80 183.5 2723 98.4
90 1.361 0 0 0 1.590 0 0 0 80- 90 44.15 2768 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
H(3) Range:-90 - 90DEG V(B) Range:-85 - 85DEG
H({@®) Interval: 2.0DEG V(B) Interval: 2.0DEG
Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:30 November 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFM602440/WH
POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd
C (DEG)
y (DEG) 0 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90
0 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061
5 1056 | 1055 | 1054 | 1054 | 1053 | 1053 | 1052 | 1052 | 1052 | 1052 | 1051 | 1051 | 1051 | 1051 | 1050 | 1050 | 1050 | 1050 | 1050
10 1039 | 1038 | 1037 | 1036 | 1035 | 1035 | 1034 | 1033 | 1032 | 1031 | 1030 | 1029 | 1029 | 1028 | 1028 | 1028 | 1027 | 1027 | 1027
15 1012 | 1009 | 1008 | 1008 | 1006 | 1005 | 1003 | 1002 | 1001 | 999 | 996 | 994 993 | 992 990 989 | 989 | 988 988
20 974 971 970 968 966 | 964 963 | 959 | 956 | 954 951 949 | 947 945 | 944 943 | 942 942 942
25 926 | 923 | 921 919 | 917 914 910 906 | 903 | 900 | 899 | 896 | 893 | 891 | 889 | 887 | 886 | 885 | 885
30 870 | 867 | 865 | 862 | 859 | 854 | 851 | 847 | 844 | 840 | 837 | 834 | 831 | 828 | 826 | 825 | 823 | 823 | 822
35 807 | 803 | 801 | 799 | 793 | 789 | 786 | 781 | 778 | 774 | 770 | 767 | 763 | 760 | 758 | 756 | 754 | 753 | 753
40 738 | 735 | 732 | 728 | 723 | 720 | 715 | 711 | 706 | 703 | 698 694 691 688 685 | 683 | 682 681 680
45 664 661 659 | 653 | 649 | 645 | 640 637 631 627 623 | 620 616 | 613 | 610 608 606 | 605 | 605
50 587 | 584 | 580 | 576 | 572 | 567 | 564 | 559 | 554 | 550 | 546 | 542 | 539 | 536 | 533 | 531 | 530 | 529 | 528
55 508 | 505 | 500 | 497 | 492 | 489 | 484 | 480 | 475 | 471 | 467 | 464 | 461 | 458 | 455 | 453 | 452 | 451 | 450
60 427 | 424 | 420 | 416 | 413 | 408 | 404 | 400 | 396 | 392 | 388 | 385 | 382 | 379 | 377 | 375 | 373 | 372 | 372
65 346 | 343 | 340 | 336 | 332 | 328 | 324 | 321 | 317 | 313 | 310 | 307 | 304 | 301 | 299 | 297 | 296 | 295 | 295
70 266 | 262 | 259 | 256 | 252 | 249 | 245 | 242 | 239 | 236 | 232 | 230 | 227 | 225 | 223 | 221 | 220 | 219 | 219
75 189 | 185 | 182 | 179 | 176 | 173 | 170 | 167 | 164 | 161 | 158 | 156 | 154 | 152 | 151 | 149 | 148 | 148 | 148
80 116 | 113 | 110 | 107 | 104 | 102 | 99.2 | 96.5| 93.8 | 91.4 | 89.5 | 87.6 | 85.9 | 84.4 | 83.1 | 82.1 | 81.3 | 80.8 | 80.7
85 41.3 | 46.2 | 44.3 | 42.3(39.7|37.3|34.8|33.4(32.0|30.6[29.3|28.2|26.0(23.7[21.7|20.119.0/18.2]18.0
90 1.36 | 0.00 | 0.00| 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/0.00]|0.00
H(g) Range:-90 - 90DEG V(B) Range:-85 — 85DEG
H({@®) Interval: 2.0DEG V(B) Interval: 2.0DEG

Test Speed: HIGH

Temperature:25.3°C

Operators:

Test Date:30 November 2022

Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%

Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFM602440/WH

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)

y (DEG) 95 100 | 105 | 110 | 115 | 120 | 125 | 130 | 135 | 140 | 145 | 150 | 155 | 160 | 165 | 170 | 175 | 180 | 185

0 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061
5 1050 | 1050 | 1050 | 1050 | 1050 | 1050 | 1050 | 1050 | 1050 | 1051 | 1051 | 1051 | 1051 | 1051 | 1052 | 1053 | 1053 | 1054 | 1054
10 1027 | 1027 | 1027 | 1027 | 1027 | 1027 | 1027 | 1028 | 1028 | 1030 | 1031 | 1031 | 1032 | 1032 | 1033 | 1033 | 1035 | 1036 | 1035
15 988 | 988 988 989 | 990 990 992 993 | 995 | 997 998 999 | 1001 | 1002 | 1003 | 1004 | 1005 | 1007 | 1006
20 941 941 941 942 943 | 944 946 | 947 950 951 954 957 959 | 960 963 | 964 965 | 967 967
25 885 | 885 | 886 | 887 | 888 | 889 | 891 | 894 | 895 | 898 901 904 907 910 913 | 915 | 916 | 919 | 918
30 822 | 822 | 823 | 824 | 825 | 827 | 830 | 832 | 835 | 838 | 841 | 845 | 848 | 852 | 855 | 858 | 860 | 862 | 862
35 753 | 753 | 754 | 755 | 757 | 759 | 762 | 765 | 769 | 772 | 775 | 779 | 782 | 786 | 791 | 793 | 796 | 798 | 799
40 680 | 680 681 683 | 685 | 687 690 693 | 697 | 700 | 704 | 708 | 712 | 716 | 719 | 723 | 727 | 729 | 730
45 605 | 605 | 606 | 608 610 612 615 | 618 622 625 | 629 | 633 | 637 641 645 | 650 653 | 655 | 656
50 528 | 528 | 529 | 531 | 533 | 536 | 538 | 541 | 545 | 548 | 552 | 556 | 560 | 564 | 567 | 572 | 576 | 578 | 580
55 450 | 451 | 452 | 453 | 455 | 457 | 460 | 463 | 466 | 470 | 473 | 477 | 481 | 485 | 489 | 493 | 497 | 499 | 501
60 372 | 372 | 373 | 375 | 377 | 379 | 381 | 384 | 387 | 390 | 394 | 398 | 402 | 405 | 409 | 412 | 416 | 419 | 420
65 295 | 295 | 296 | 297 | 299 | 301 | 303 | 306 | 309 | 312 | 315 | 319 | 322 | 326 | 329 | 332 | 336 | 339 | 341
70 219 | 219 | 220 | 221 | 223 | 225 | 227 | 229 | 232 | 235 | 238 | 241 | 244 | 248 | 251 | 254 | 258 | 260 | 262
75 148 | 148 | 149 | 150 | 151 | 152 | 154 | 156 | 158 | 161 | 164 | 167 | 170 | 173 | 176 | 179 | 181 | 185 | 186
80 80.8 | 81.2|81.7|82.6|83.7|85.1|86.7|88.5|90.4|92.7|95.1|97.3| 100 | 103 | 105 | 108 | 111 | 113 | 116
85 18.3|19.0 | 20.1 | 21.7 | 23.7|26.1|28.3|29.4(30.7(32.033.4(34.7|37.3(39.7|41.9|44.0 | 46.1|41.5|42.9
90 0.00 | 0.00| 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/|0.00|0.00/0.00|1.59]0.00
H(g) Range:-90 - 90DEG V(B) Range:-85 — 85DEG
H({@®) Interval: 2.0DEG V(B) Interval: 2.0DEG

Test Speed: HIGH

Temperature:25.3°C

Operators:

Test Date:30 November 2022

Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%

Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFM602440/WH
POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--3 UNIT: cd

C (DEG)

y (DEG) 190 | 195 | 200 | 205 | 210 | 215 | 220 | 225 | 230 | 235 | 240 | 245 | 250 | 255 | 260 | 265 | 270 | 275 | 280
0 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061
5 1053 | 1053 | 1053 | 1053 | 1054 | 1054 | 1054 | 1054 | 1054 | 1055 | 1055 | 1055 | 1055 | 1055 | 1055 | 1055 | 1055 | 1055 | 1055
10 1035 | 1035 | 1036 | 1036 | 1036 | 1037 | 1037 | 1036 | 1036 | 1037 | 1037 | 1037 | 1037 | 1038 | 1038 | 1038 | 1038 | 1038 | 1039
15 1006 | 1007 | 1007 | 1007 | 1007 | 1007 | 1008 | 1008 | 1007 | 1007 | 1006 | 1007 | 1007 | 1007 | 1007 | 1007 | 1007 | 1007 | 1007
20 968 968 968 968 968 967 967 967 967 966 | 965 | 965 | 965 | 965 | 965 | 966 | 966 | 966 | 966
25 919 | 920 920 919 | 919 | 919 | 918 917 917 916 | 914 914 913 | 913 | 913 | 913 | 913 | 913 | 914
30 863 | 863 | 863 | 863 | 862 | 861 | 860 | 859 | 858 | 857 | 855 | 854 | 854 | 853 | 853 | 853 | 853 | 854 | 854
35 799 | 800 | 799 | 799 | 798 | 797 | 796 | 794 | 792 | 791 | 790 | 788 | 787 | 787 | 786 | 786 | 786 | 786 | 787
40 730 | 730 | 730 | 729 | 728 | 727 | 725 | 724 | 722 | 721 | 719 | 718 | 716 | 716 | 715 | 715 | 715 | 716 | 716
45 657 657 656 | 656 | 655 | 653 | 651 650 648 647 645 | 643 | 642 641 641 640 641 641 641
50 580 | 580 | 580 | 579 | 578 | 577 | 575 | 573 | 571 | 570 | 569 | 567 | 566 | 565 | 564 | 564 | 564 | 565 | 565
55 502 | 502 | 501 | 500 | 499 | 498 | 496 | 495 | 493 | 492 | 491 | 489 | 488 | 487 | 487 | 486 | 486 | 487 | 487
60 422 | 422 | 421 | 421 | 420 | 419 | 417 | 416 | 414 | 413 | 412 | 411 | 410 | 409 | 408 | 408 | 408 | 408 | 409
65 342 | 342 | 342 | 341 | 340 | 339 | 338 | 337 | 336 | 334 | 333 | 332 | 332 | 331 | 330 | 330 | 330 | 330 | 331
70 264 | 264 | 263 | 263 | 262 | 261 | 260 | 259 | 258 | 257 | 256 | 255 | 255 | 254 | 253 | 253 | 253 | 253 | 254
75 188 | 188 | 185 | 185 | 187 | 186 | 185 | 184 | 183 | 183 | 182 | 181 | 181 | 180 | 180 | 180 | 180 | 180 | 180
80 109 | 103 | 111 | 113 | 115 | 115 | 115 | 114 | 113 | 113 | 112 | 111 | 111 | 110 | 110 | 110 | 110 | 110 | 110
85 50.7 | 49.8 | 50.0 | 50.1 | 50.5 | 49.8 | 48.4 | 47.9 | 49.0 | 49.2 | 45.4 | 40.9 | 37.2 | 34.2 | 32.1 | 30.8 | 30.3 | 30.7 | 32.0
90 0.00 | 0.00| 0.00 | 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/|0.00|0.00/0.00/|0.00]0.00
H(g) Range:-90 - 90DEG V(B) Range:-85 — 85DEG
H({@®) Interval: 2.0DEG V(B) Interval: 2.0DEG

Test Speed: HIGH

Temperature:25.3°C

Operators:

Test Date:30 November 2022

Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFM602440/WH

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--4 UNIT: cd
C (DEG)
y (DEG) 285 | 290 | 295 | 300 | 305 | 310 | 315 | 320 | 325 | 330 | 335 | 340 | 345 | 350 | 355

0 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061 | 1061
5 1055 | 1055 | 1056 | 1056 | 1056 | 1056 | 1055 | 1055 | 1055 | 1055 | 1055 | 1055 | 1055 | 1055 | 1055
10 1039 | 1039 | 1039 | 1038 | 1038 | 1038 | 1039 | 1039 | 1039 | 1039 | 1039 | 1039 | 1038 | 1038 | 1039
15 1008 | 1008 | 1008 | 1009 | 1009 | 1010 | 1011 | 1012 | 1011 | 1011 | 1011 | 1012 | 1011 | 1011 | 1011
20 967 | 967 | 967 | 968 | 969 | 970 | 971 | 971 | 972 | 974 | 973 | 973 | 973 | 973 | 973
25 914 | 915 | 916 | 917 | 919 | 921 | 921 | 922 | 923 | 924 | 925 | 926 | 926 | 926 | 925
30 855 | 856 | 857 | 858 | 860 | 861 | 863 | 866 | 866 | 867 | 868 | 870 | 870 | 870 | 869
35 788 | 789 | 791 | 793 | 795 | 796 | 798 | 800 | 802 | 804 | 805 | 806 | 808 | 806 | 806
40 717 | 718 | 720 | 722 | 724 | 726 | 728 | 730 | 732 | 734 | 736 | 737 | 737 | 738 | 737
45 643 | 644 | 646 | 648 | 650 | 652 | 654 | 656 | 659 | 660 | 662 | 664 | 664 | 665 | 664
50 566 | 567 | 569 | 571 | 573 | 575 | 578 | 579 | 581 | 584 | 585 | 586 | 587 | 588 | 587
55 488 | 489 | 491 | 493 | 495 | 496 | 498 | 500 | 503 | 504 | 506 | 507 | 509 | 508 | 508
60 410 | 411 | 412 | 414 | 415 | 417 | 419 | 421 | 422 | 425 | 426 | 427 | 428 | 428 | 428
65 331 | 332 | 333 | 335 | 336 | 338 | 339 | 341 | 343 | 344 | 345 | 346 | 347 | 348 | 347
70 254 | 255 | 256 | 257 | 258 | 260 | 261 | 262 | 263 | 264 | 266 | 266 | 267 | 267 | 266
75 180 | 181 | 181 | 182 | 183 | 184 | 185 | 186 | 187 | 188 | 189 | 189 | 190 | 190 | 190
80 110 | 111 | 111 | 112 | 112 | 113 | 113 | 114 | 115 | 116 | 116 | 116 | 117 | 117 | 116
85 34.1|37.0|40.6 | 44.8 | 48.4 | 48.6 | 48.7 | 48.9 | 49.1 | 49.2 | 49.9 | 50.3 | 50.6 | 50.5 | 49.9
90 0.00 | 0.00 | 0.00| 0.00 | 0.00| 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00]|0.00]|0.00
H(g) Range:-90 - 90DEG V(B) Range:-85 — 85DEG
H({@®) Interval: 2.0DEG V(B) Interval: 2.0DEG
Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:30 November 2022 Remarks:



