EV=RFINE

EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 1 Of 3

LAMP PHOTOMETRIC REPORT

MODEL: 99PFMT40/WH

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1644.1 1m ~/+180
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AVERAGE BEAM ANGEE (50%):104.0 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 609.8 608.2 607.2 607.0 604.8 604.4 607.0 610.5 0- 10 58.69 58.69 3.57
20 570.3 566.0 565.2 565.7 560.6 558.8 564.8 571.8 10- 20 166.1 224.8 13.7
30 507.5 500.8 500.3 501.5 494.7 491.0 499.9 509.7 20- 30 246.5 471.3 28.7
40 428.9 420.3 419.8 421.5 414.3 409.2 419.6 431.0 30— 40 288.9 760.2 46.2
50 341.6 331.5 330.6 333.0 326.3 320.9 330.9 342.7 40- 50 290.9 1051 63.9
60 248.7 239.0 237.5 240.1 235.6 230.7 239.0 249.4 50- 60 256.0 1307 79.5
70 154.5 147.6 146.6 148.0 146.4 142.5 148.6 155.8 60— 70 192.0 1499 91.2
80 67.79 63.23 64.52 63.56 63.68 61.98 66.67 68.67 70- 80 111.7 1611 98
90 4.421 1.684 7.951 1.563 2.636 1.482 6.723 2.141 80- 90 33.27 1644 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:15 November 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFMT40/WH

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 622 | 622 | 622 | 622 | 622 | 622 | 622 | 622 | 622 | 622 | 622 | 622 | 622 | 622 | 622 | 622 | 622 | 622 | 622
5 619 | 619 | 619 | 619 | 619 | 619 | 618 | 618 | 618 | 618 | 618 | 617 | 617 | 618 | 618 | 619 | 621 | 619 | 618
10 610 | 609 | 609 | 609 | 608 | 608 | 608 | 608 | 607 | 607 | 607 | 607 | 606 | 607 | 607 | 609 | 606 | 605 | 605
15 593 | 593 | 592 | 591 | 591 | 590 | 590 | 590 | 590 | 589 | 589 | 589 | 589 | 589 | 590 | 589 | 587 | 586 | 586
20 570 | 569 | 568 | 567 | 566 | 566 | 565 | 565 | 565 | 565 | 565 | 565 | 565 | 564 | 567 | 564 | 562 | 561 | 561
25 541 | 540 | 539 | 538 | 536 | 536 | 535 | 535 | 535 | 535 | 535 | 535 | 535 | 535 | 538 | 534 | 532 | 531 | 530
30 507 | 506 | 504 | 503 | 501 | 500 | 500 | 500 | 500 | 500 | 500 | 501 | 501 | 501 | 502 | 499 | 498 | 496 | 495
35 470 | 468 | 466 | 464 | 462 | 462 | 461 | 461 | 461 | 462 | 462 | 463 | 463 | 463 | 463 | 461 | 460 | 458 | 456
40 429 | 427 | 425 | 423 | 421 | 420 | 419 | 419 | 419 | 420 | 420 | 421 | 421 | 422 | 421 | 420 | 418 | 417 | 414
45 386 | 384 | 382 | 380 | 377 | 376 | 376 | 375 | 375 | 376 | 376 | 377 | 378 | 378 | 378 | 377 | 375 | 373 | 371
50 342 | 340 | 337 | 335 | 332 | 331 | 330 | 330 | 330 | 331 | 331 | 332 | 333 | 333 | 333 | 332 | 330 | 329 | 326
55 296 | 294 | 291 | 289 | 286 | 285 | 284 | 284 | 284 | 284 | 285 | 286 | 286 | 287 | 287 | 286 | 285 | 283 | 281
60 249 | 248 | 245 | 242 | 240 | 239 | 238 | 238 | 237 | 238 | 238 | 239 | 239 | 240 | 240 | 239 | 238 | 237 | 236
65 201 | 201 | 198 | 196 | 193 | 192 | 192 | 191 | 191 | 191 | 191 | 192 | 193 | 194 | 193 | 193 | 192 | 191 | 190
70 154 | 155 | 153 | 151 | 148 | 147 | 146 | 147 | 146 | 147 | 146 | 148 | 147 | 148 | 148 | 148 | 147 | 147 | 146
75 110 | 111 | 109 | 107 | 104 | 104 | 103 | 103 | 103 | 103 | 103 | 104 | 104 | 104 | 104 | 104 | 103 | 104 | 104
80 67.8 | 68.8 | 67.7 | 65.7 | 63.5|62.9 | 64.1 | 65.8 | 65.4 | 64.5| 65.9 | 66.3 | 64.8 | 63.6 | 63.5 | 63.5 | 63.2 | 63.5 | 63.7
85 30.8 | 30.6 | 29.2|27.9|26.3|26.1|28.4|30.0(30.5|30.6|31.0|30.5/|28.7|27.0/|26.8|26.9|26.6|27.1]27.6
90 4.42 | 3.40|2.70 |2.02|1.40 | 1.96 | 4.31 | 6.73 | 7.84 | 7.95 | 7.84 | 6.63 | 4.11 |1.84 | 1.29 |1.25|1.21 | 1.69 | 2.64
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Operators:

Test Date:15 November 2022

Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFMT40/WH

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350

0 622 | 622 | 622 | 622 | 622 | 622 | 622 | 622 | 622 | 622 | 622 | 622 | 622 | 622 | 622 | 622 | 622
5 617 | 617 | 617 | 617 | 618 | 618 | 618 | 619 | 619 | 621 | 622 | 620 | 620 | 620 | 619 | 619 | 619
10 604 | 604 | 604 | 604 | 604 | 605 | 606 | 607 | 607 | 608 | 609 | 612 | 611 | 610 | 610 | 610 | 610
15 585 | 585 | 584 | 585 | 585 | 586 | 587 | 588 | 589 | 590 | 591 | 593 | 594 | 593 | 593 | 594 | 593
20 559 | 559 | 558 | 559 | 559 | 560 | 562 | 563 | 565 | 566 | 568 | 570 | 573 | 571 | 571 | 571 | 571
25 528 | 528 | 527 | 527 | 527 | 529 | 531 | 533 | 535 | 537 | 539 | 541 | 545 | 542 | 543 | 543 | 542
30 493 | 492 | 491 | 491 | 491 | 493 | 495 | 498 | 500 | 503 | 505 | 507 | 510 | 509 | 509 | 509 | 508
35 454 | 452 | 451 | 451 | 452 | 454 | 456 | 459 | 461 | 464 | 467 | 469 | 472 | 472 | 472 | 472 | 471
40 412 | 411 | 409 | 409 | 410 | 412 | 414 | 417 | 420 | 423 | 426 | 429 | 431 | 431 | 431 | 431 | 430
45 368 | 367 | 366 | 365 | 366 | 368 | 370 | 373 | 376 | 379 | 382 | 385 | 387 | 388 | 389 | 389 | 387
50 324 | 322 | 321 | 321 | 321 | 323 | 325 | 328 | 331 | 334 | 337 | 340 | 342 | 343 | 344 | 344 | 343
55 279 | 277 | 276 | 276 | 276 | 278 | 280 | 283 | 285 | 288 | 291 | 294 | 296 | 297 | 297 | 297 | 297
60 234 | 232 | 231 | 230 | 231 | 233 | 234 | 237 | 239 | 242 | 244 | 247 | 249 | 250 | 250 | 250 | 249
65 189 | 188 | 186 | 186 | 186 | 188 | 189 | 191 | 193 | 196 | 198 | 200 | 202 | 203 | 202 | 202 | 200
70 145 | 144 | 143 | 143 | 142 | 144 | 145 | 147 | 149 | 151 | 153 | 155 | 155 | 156 | 155 | 155 | 153
75 103 | 103 | 101 | 101 | 101 | 102 | 103 | 105 | 106 | 108 | 109 | 110 | 111 | 111 | 109 | 108 | 107
80 63.363.2|62.3|61.9|62.1|63.1|64.1|65.5|66.7|68.1|69.0|70.6|68.8|68.5|64.9|63.0|64.0
85 27.0 | 26.2 | 24.9|25.1|25.5|26.7|28.4|30.6|32.1|33.7|34.4|33.5|30.5|28.4|23.6|26.2]28.8
90 2.75|2.59|2.02|1.43 |1.53|1.98|3.35|5.05|6.72|8.11 |8.25|5.76 |2.62 | 1.66 | 2.07 | 2.46 | 3.27
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:15 November 2022 Remarks:




