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LAMP PHOTOMETRIC REPORT

MODEL: 99POM1505040/WH

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):102.5 DEG

0

500

1000

1500

2000

2500

TOTAL FLUX: 5208.5 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1988 1997 1998 1983 1979 1984 1998 1999 192.4 192.4 3.69

1833 1861 1874 1835 1817 1838 1875 1865 544.2 736.5 14.1

1596 1648 1681 1613 1576 1616 1679 1653 805.7 1542 29.6

1304 1376 1429 1336 1281 1339 1427 1383 938.4 2481 47.6

997.2 1071 1138 1030 974.2 1033 1137 1078 933.5 3414 65.6

695.6 760.0 827.7 720.1 670.1 723.4 826.8 766.8 807.4 4222 81.1

402.9 455.9 516.0 419.2 379.7 422.4 518.0 461.9 590.2 4812 92.4

140.2 177.8 226.5 147.7 122.0 150.3 228.2 182.8 321.9 5134 98.6

2.752 3.940 3.482 2.883 2.063 2.516 3.133 4.316 74.72 5208 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99POM1505040/WH

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 2040

5 2028

10 1988

15 1923

20 1833

25 1724

30 1596

35 1453

40 1304

45 1151

50 997

55 844

60 696

65 547

70 403

75 266

80 140

85 38.9

90 2.75

10

2040

2028

1990

1925

1837

1733

1605

1463

1314

1161

1007

854

702

553

408

271

144

40.4

3.00

20

2040

2029

1992

1929

1842

1735

1611

1470

1322

1170

1015

862

712

562

416

278

150

42.2

3.32

30

2040

2030

1995

1933

1850

1749

1628

1492

1345

1193

1038

883

729

578

431

290

162

47.8

3.60

40

2040

2030

1996

1937

1857

1755

1639

1507

1362

1211

1056

900

748

595

446

304

171

55.1

3.90

50

2040

2032

1998

1942

1865

1772

1658

1530

1391

1241

1086

929

772

617

466

320

185

64.6

3.98

60

2040

2031

1999

1945

1871

1777

1666

1541

1404

1260

1107

950

794

637

483

336

198

74.5

4.00

70

2040

2032

2000

1947

1876

1788

1680

1558

1423

1280

1130

975

817

658

502

353

213

86.3

3.76

80

2040

2030

1998

1947

1875

1785

1679

1558

1425

1284

1134

980

824

670

515

364

223

95.5

3.53

90

2040

2029

1998

1945

1874

1788

1681

1561

1429

1287

1138

984

828

671

516

367

227

101

3.48

100

2040

2028

1995

1941

1867

1776

1669

1547

1414

1271

1122

968

813

658

504

354

213

87.5

3.45

110

2040

2027

1991

1936

1860

1769

1660

1536

1400

1256

1106

951

793

635

480

332

194

71.0

3.35

120

2040

2025

1988

1929

1849

1752

1638

1511

1373

1227

1074

916

762

606

453

308

173

54.1

3.17

130

2040

2024

1985

1923

1840

1742

1624

1494

1352

1201

1046

890

733

580

430

288

156

41.8

2.99

140

2040

2023

1981

1916

1829

1724

1603

1467

1320

1168

1013

858

707

555

408

268

140

33.1

2.78

150

2040

2023

1979

1911

1822

1717

1591

1451

1302

1149

995

840

687

537

392

255

129

29.5

2.62

160

2040

2022

1977

1907

1815

1703

1575

1432

1282

1129

975

821

673

524

381

245

121

26.4

2.47

170

2040

2023

1978

1907

1815

1705

1573

1429

1278

1125

971

818

667

519

376

242

119

26.2

2.42

180

2040

2023

1979

1910

1817

1707

1576

1431

1281

1128

974

821

670

522

380

245

122

28.0

2.06

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99POM1505040/WH

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 2040

5 2022

10 1978

15 1908

20 1815

25 1702

30 1572

35 1428

40 1277

45 1124

50 971

55 818

60 670

65 522

70 379

75 244

80 121

85 27.2

90 2.08

200

2040

2024

1980

1911

1820

1712

1584

1441

1291

1138

984

830

679

529

386

250

125

28.6

2.16

210

2040

2023

1980

1913

1824

1715

1591

1450

1302

1149

995

840

691

541

395

258

131

31.1

2.26

220

2040

2024

1983

1918

1833

1731

1610

1475

1328

1176

1021

866

711

560

413

273

143

34.7

2.42

230

2040

2025

1986

1924

1842

1740

1623

1492

1350

1199

1044

888

735

582

432

290

157

42.8

2.61

240

2040

2026

1989

1931

1852

1759

1645

1518

1380

1234

1080

923

765

609

457

312

176

56.3

2.81

250

2040

2028

1993

1937

1861

1767

1658

1534

1398

1254

1104

949

794

636

481

333

195

71.8

2.97

260

2040

2028

1996

1942

1870

1783

1675

1553

1420

1278

1129

974

818

661

507

357

216

89.9

3.07

270

2040

2029

1998

1946

1875

1785

1679

1559

1427

1285

1137

983

827

673

518

369

228

102

3.13

280

2040

2031

2000

1949

1878

1792

1687

1566

1434

1292

1143

989

832

675

520

370

227

99.9

3.44

290

2040

2031

2000

1949

1876

1786

1678

1557

1423

1280

1130

976

818

663

506

356

216

89.0

3.89

300

2040

2032

2001

1948

1874

1785

1675

1550

1414

1269

1117

960

802

644

490

342

203

79.0

4.20

310

2040

2032

2000

1944

1868

1771

1658

1531

1392

1243

1088

931

777

622

471

325

189

67.9

4.34

320

2040

2032

1999

1941

1861

1766

1649

1517

1374

1222

1068

912

756

603

453

310

177

59.6

4.30

330

2040

2031

1995

1936

1853

1750

1630

1493

1347

1194

1040

885

735

583

436

295

164

51.1

4.11

340

2040

2031

1994

1932

1846

1744

1620

1481

1333

1180

1026

872

719

569

423

284

155

45.2

3.74

350

2040

2030

1991

1928

1840

1732

1605

1463

1315

1162

1008

854

706

556

412

274

147

41.6

3.28

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 December 2022 Remarks:


