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LAMP PHOTOMETRIC REPORT

MODEL: 99POM602430/WH

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):104.4 DEG

0

300

600

900

1200

1500

TOTAL FLUX: 2614.2 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

986.5 977.3 975.2 977.2 986.2 988.5 990.5 988.6 94.98 94.98 3.63

924.0 906.5 899.1 906.6 923.2 926.1 924.8 926.0 269.2 364.2 13.9

827.0 801.1 786.5 801.0 825.8 825.5 819.6 825.5 400.1 764.3 29.2

703.3 670.2 647.4 669.8 702.3 698.0 683.5 697.9 469.7 1234 47.2

561.9 521.6 497.0 521.2 560.8 550.2 532.9 549.7 471.6 1706 65.2

409.8 366.2 342.3 366.3 409.1 394.0 376.6 392.8 411.1 2117 81

255.0 212.1 190.3 212.7 254.4 237.8 221.0 235.8 301.0 2418 92.5

110.2 71.83 54.74 72.43 109.3 93.10 79.91 91.08 162.7 2580 98.7

1.304 0 0 0 1.484 0 0 0 33.84 2614 100

H( ) Range:-90 -  90DEG
H( ) Interval:  2.0DEG

V(B) Range:-85 -  85DEG
V(B) Interval:  2.0DEG




Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:30 November 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99POM602430/WH

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 1008

5 1003

10 987

15 960

20 924

25 879

30 827

35 768

40 703

45 634

50 562

55 487

60 410

65 332

70 255

75 181

80 110

85 39.2

90 1.30

5

1008

1002

985

957

921

876

823

764

699

630

558

482

406

329

251

177

107

43.1

0.00

10

1008

1001

983

956

919

874

821

761

696

628

555

479

402

326

248

173

102

40.0

0.00

15

1008

1000

982

955

917

871

818

759

693

624

551

476

399

321

243

168

98.1

35.9

0.00

20

1008

1000

981

953

915

870

816

755

690

621

547

472

394

315

237

163

93.9

31.6

0.00

25

1008

999

981

952

914

867

813

752

687

616

543

467

388

309

232

158

89.1

27.6

0.00

30

1008

999

980

950

913

864

810

749

683

612

538

460

382

304

227

153

84.6

23.6

0.00

35

1008

998

979

950

910

862

807

745

679

608

532

455

376

299

222

148

80.1

21.9

0.00

40

1008

998

978

949

908

860

805

742

674

602

526

449

371

293

217

144

75.8

20.1

0.00

45

1008

998

977

947

907

857

801

739

670

597

522

444

366

288

212

139

71.8

18.3

0.00

50

1008

998

977

946

905

856

799

735

665

592

516

439

361

284

208

135

68.5

16.5

0.00

55

1008

997

976

944

903

854

796

732

661

588

512

435

357

280

204

132

65.4

14.9

0.00

60

1008

997

976

943

902

852

793

728

657

584

508

431

353

276

200

129

62.6

13.4

0.00

65

1008

997

976

943

901

850

791

725

654

580

504

427

350

273

197

126

60.2

12.1

0.00

70

1008

997

975

942

900

849

789

722

651

578

502

425

347

270

195

123

58.2

11.0

0.00

75

1008

996

975

942

899

848

788

721

650

575

500

422

345

268

193

122

56.6

10.2

0.00

80

1008

996

975

941

899

847

787

719

648

574

498

421

343

266

191

121

55.5

9.58

0.00

85

1008

996

975

941

899

846

787

719

648

573

497

420

343

266

190

120

54.9

9.23

0.00

90

1008

996

975

941

899

846

787

718

647

573

497

420

342

266

190

120

54.7

9.14

0.00

H( ) Range:-90 -  90DEG
H( ) Interval:  2.0DEG

V(B) Range:-85 -  85DEG
V(B) Interval:  2.0DEG




Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:30 November 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99POM602430/WH

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

95

0 1008

5 996

10 975

15 941

20 899

25 847

30 787

35 719

40 648

45 573

50 497

55 420

60 343

65 266

70 191

75 120

80 55.0

85 9.25

90 0.00

100

1008

996

975

941

899

847

787

719

648

574

498

421

343

267

191

121

55.7

9.61

0.00

105

1008

996

975

942

899

848

788

721

650

576

500

423

345

268

193

122

56.8

10.2

0.00

110

1008

997

975

942

900

849

789

723

652

578

502

425

347

270

195

124

58.4

11.1

0.00

115

1008

997

975

943

901

850

791

725

654

580

505

428

350

273

198

126

60.5

12.2

0.00

120

1008

997

976

943

902

851

793

728

658

584

508

431

353

276

201

129

63.0

13.6

0.00

125

1008

997

976

944

903

854

796

732

661

588

512

435

357

280

204

132

65.9

15.1

0.00

130

1008

998

977

945

905

856

799

735

665

592

516

439

362

284

208

135

69.1

16.8

0.00

135

1008

998

977

947

907

857

801

739

670

597

521

444

366

289

213

140

72.4

18.6

0.00

140

1008

998

978

949

908

860

804

742

674

602

526

449

371

294

217

144

76.3

20.4

0.00

145

1008

998

979

949

910

862

807

745

679

607

532

455

377

299

222

149

80.5

22.3

0.00

150

1008

999

980

950

912

864

810

749

682

612

538

461

382

304

228

154

84.7

24.0

0.00

155

1008

999

981

952

914

867

813

752

686

616

543

466

388

310

232

159

89.8

28.1

0.00

160

1008

1000

981

953

915

869

815

755

690

620

547

472

394

316

238

163

94.1

32.0

0.00

165

1008

1000

982

955

917

871

818

758

693

624

551

476

399

321

244

168

98.6

36.0

0.00

170

1008

1001

983

956

919

874

821

761

696

627

554

480

403

325

249

173

103

40.0

0.00

175

1008

1002

985

957

921

875

823

764

700

630

558

483

406

328

252

177

107

43.0

0.00

180

1008

1002

986

959

923

878

826

767

702

633

561

486

409

332

254

180

109

38.6

1.48

185

1008

1002

986

959

923

879

827

768

704

635

563

488

411

334

257

182

112

44.7

0.00

H( ) Range:-90 -  90DEG
H( ) Interval:  2.0DEG

V(B) Range:-85 -  85DEG
V(B) Interval:  2.0DEG




Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:30 November 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99POM602430/WH

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--3 UNIT: cd

190

0 1008

5 1002

10 986

15 960

20 925

25 880

30 828

35 769

40 705

45 636

50 563

55 489

60 412

65 334

70 258

75 182

80 110

85 43.3

90 0.00

195

1008

1002

987

961

925

881

828

770

705

636

564

489

412

334

256

180

101

42.9

0.00

200

1008

1002

987

962

926

881

829

770

705

636

563

488

410

332

254

178

99.5

41.2

0.00

205

1008

1003

988

962

926

881

829

769

704

635

562

486

408

329

250

175

101

39.1

0.00

210

1008

1003

988

962

927

881

829

769

703

634

560

483

404

325

248

172

101

37.4

0.00

215

1008

1003

989

962

926

881

827

767

702

632

557

480

401

322

244

169

98.6

35.9

0.00

220

1008

1004

989

963

926

880

827

767

700

628

553

476

397

319

241

166

95.8

34.0

0.00

225

1008

1004

989

963

926

880

825

765

698

626

550

473

394

316

238

163

93.1

32.7

0.00

230

1008

1004

989

962

926

880

825

763

695

622

547

469

391

312

235

160

90.7

31.4

0.00

235

1008

1004

989

962

925

879

824

762

693

620

544

466

388

309

232

157

88.4

30.0

0.00

240

1008

1004

989

962

925

878

823

760

690

617

541

463

385

306

229

155

86.2

27.3

0.00

245

1008

1005

990

962

924

877

821

758

688

614

538

461

382

304

227

153

84.3

24.4

0.00

250

1008

1005

990

962

924

877

821

756

686

613

536

459

380

302

225

151

82.7

22.2

0.00

255

1008

1004

990

962

924

876

820

755

685

611

535

457

379

300

223

150

81.5

20.3

0.00

260

1008

1004

990

962

925

876

820

754

684

610

534

456

377

299

222

149

80.8

19.1

0.00

265

1008

1005

990

962

925

876

820

754

684

609

533

455

377

298

221

149

80.2

18.3

0.00

270

1008

1005

991

962

925

876

820

754

683

609

533

455

377

298

221

149

79.9

18.0

0.00

275

1008

1005

990

962

925

876

820

754

683

609

533

455

377

298

221

148

79.9

18.2

0.00

280

1008

1004

990

962

925

876

820

754

684

610

534

456

377

299

222

149

80.3

18.9

0.00

H( ) Range:-90 -  90DEG
H( ) Interval:  2.0DEG

V(B) Range:-85 -  85DEG
V(B) Interval:  2.0DEG




Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:30 November 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99POM602430/WH

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--4 UNIT: cd

285

0 1008

5 1004

10 990

15 962

20 924

25 876

30 820

35 755

40 685

45 611

50 534

55 457

60 378

65 299

70 223

75 149

80 80.9

85 20.0

90 0.00

290

1008

1005

990

962

924

877

821

756

686

612

536

458

380

301

224

150

81.9

21.7

0.00

295

1008

1005

990

962

924

877

821

758

688

614

538

460

381

303

226

152

83.3

23.9

0.00

300

1008

1004

989

962

925

878

822

760

690

617

540

463

384

305

228

154

84.9

26.4

0.00

305

1008

1004

989

962

925

879

823

762

692

619

543

465

386

308

230

156

86.8

28.9

0.00

310

1008

1004

989

962

925

880

825

763

695

622

546

468

389

311

233

158

88.9

30.1

0.00

315

1008

1004

989

963

926

880

826

765

698

625

550

471

393

314

236

161

91.1

31.5

0.00

320

1008

1004

989

964

926

880

828

766

700

628

552

475

396

317

239

164

93.7

32.9

0.00

325

1008

1003

989

963

926

881

828

767

702

632

556

479

399

320

242

167

96.5

34.3

0.00

330

1008

1003

988

962

927

881

828

769

703

633

560

482

403

324

245

170

99.2

35.6

0.00

335

1008

1003

988

962

927

882

829

769

705

634

561

485

406

327

249

173

102

38.3

0.00

340

1008

1003

987

962

926

882

829

769

705

636

563

487

410

330

251

176

104

40.8

0.00

345

1008

1002

987

961

925

881

829

771

705

636

563

489

411

333

254

178

107

43.1

0.00

350

1008

1002

986

960

925

880

828

769

705

637

563

488

411

334

256

181

109

44.9

0.00

355

1008

1003

986

960

924

879

827

768

704

635

563

487

411

334

256

181

111

46.5

0.00

H( ) Range:-90 -  90DEG
H( ) Interval:  2.0DEG

V(B) Range:-85 -  85DEG
V(B) Interval:  2.0DEG




Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:30 November 2022 Remarks:


